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Photovoltaic modules

Electrolux high effi  ciency solar modules
Product Overview 

Design-led solutions
for your sustainable home



Photovoltaic module

ES-M661B-(G1)

360 Wp 
G1-based solar cells

High effi  ciency; 
outstanding sleek optics

Comprehensively certifi ed
25 year product warranty
(optionally extendable)
25 year power warranty



Electrolux is a registered  trademark used under license from AB Electrolux (publ)

PRODUCT SERIES & NAMECODE (PNC)

System ISO 9001, ISO 14001, ISO 45001

[Wp] [years] 25

[W] [years] 25

[V]

[A] TTEECCHHNNIICCAALL DDRRAAWWIINNGGSS

[V]

[A]

[%]

[V]

[A]

[°C]

[%°C]

[%°C]

[%°C]

[°C]

Thickness [mm] / [in] 

Backsheet 

Encapsulant 

Frame Anodized aluminum alloy

Connectors

Weight

Maximum load

Packing configuration

Black

PPAACCKKAAGGIINNGG

[pcs/20 ft HC container]

26

348

1830 x 1002 x 40

IP67

NNOOTTEESS

-0.36

-0.29

0.048

–40~+85

Front glass
3.2 / 0.126

Solar cells
monocrystalline [pcs] 66

[pcs/40 ft HC container] 696
Loading capacity

Dimensions [mm] G1 cells (158.75 x 158.75)

3

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

MC4-Evo 2

[pcs/pallet]

Dimensions
H x L x W  [mm] 

1200 / 47.28

Section [mm2] 4

EVA

UV-resistant cables
Length [mm] / [in]

Bypass diodes 

high-transparency, AR coated

Junction box

black

Electrolux is a registered trademark used under license from AB Electrolux (publ).

H x L x W  [in] 72.05 x 39.5 x 1.6

[kg] / [lbs] 20.3 / 44.75

Wind / Snow [Pa] 5400 / 5400

5-Full text of the Warranty Terms available at: www.electroluxsolar.com. The Extended Warranty is a separate offer. If not offered by your distributor, the standard warranty conditions apply.

2-Measurement tolerances (IEC 61215:2016): Pmax±5%, Voc±4%, Isc±4%

3-Electrolux photovoltaic modules are classified according to a principle of positive power tolerance: the Power Output measured at STC of the delivered modules exceeds their assigned Nameplate Nominal Power

4-NMOT: Nominal operating temperature of module, Irradiance 800 W/m², Wind Speed 1m/s; Ambient Temperature 20°C, Air Mass AM=1.5

1-Standard Test Conditions (STC): Irradiance 1000 W/m², Air Mass AM = 1.5, Cell Temperature 25°C)

6-(HE/GB) No less than 98% of the minimum “Peak Power at STC”in the first year; power output decline no more than 0.55% per year thereafter, ending with 84.8%. 

Dimensions in the technical picture are expressed in mm with tolerance ±2 mm (±0.079 “) / Version 2022.09.V1.EN  © Solar Solutions Group. Specifications in this datasheet are subject to change without notice. 

CCEERRTTIIFFIICCAATTIIOONNSS

NMOT4

Pmax Temp. Coefficient (γ)

Product warranty5

Performance warranty (linear)6

PPRROODDUUCCTT SSEERRIIEESS && NNAAMMEECCOODDEE ((PPNNCC))

Product IEC 61215 / 61730 / 62716 / 61701
UL 61730

Series Fuse Maximum Rating

ELECTROLUX

Nominal Power (Pmax)

ES-M661B-(G1)-360/HV

black backsheet, black frame 

WWAARRRRAANNTTIIEESS

Power Sorting3

Maximum Power Voltage (Vmp)

Maximum Power Current  (Imp)

EELLEECCTTRRIICCAALL CCHHAARRAACCTTEERRIISSTTIICCSS AATT SSTTCC11,,22

MMEECCHHAANNIICCAALL CCHHAARRAACCTTEERRIISSTTIICCSS

Module Efficiency (ηm)

Voc Temp. Coefficient (β)

Isc Temp.Coefficient (α)

Maximum System Voltage

TTEEMMPPEERRAATTUURREE CCHHAARRAACCTTEERRIISSTTIICCSS

Operating temperature

360

0-5

39.3

9.17

45 (±2)

49.1

9.91

20.5

1500

20

ES-M661B-(G1)

CONTACT US / DISTRIBUTOR

AIONRISE LLC

Warehouse

10591 Red Bluff  Rd. Ste 100 Pasadena, TX 77507, USA.

Offi  ce

440 Cobia Dr Ste 1204, Katy, TX 77494, USA.

Phone: +1 888 885 AION (US toll free) Mail: info@aionrise.com 

ES-M661B-(G1) / PHOTOVOLTAIC MODULE



Photovoltaic module

ES-M721B-(G1)

395 Wp 
G1-based solar cells

High effi  ciency; 
outstanding sleek optics

Comprehensively certifi ed
25 year product warranty
(optionally extendable)
25 year power warranty



Electrolux is a registered  trademark used under license from AB Electrolux (publ)

PRODUCT SERIES & NAMECODE (PNC)

System ISO 9001, ISO 14001, ISO 45001

[Wp] [years] 25

[W] [years] 25

[V]

[A] TTEECCHHNNIICCAALL DDRRAAWWIINNGGSS

[V]

[A]

[%]

[V]

[A]

[°C]

[%°C]

[%°C]

[%°C]

[°C]

Thickness [mm] / [in] 

Backsheet 

Encapsulant 

Frame Anodized aluminum alloy

Connectors

Weight

Maximum load

Packing configuration

Black

PPAACCKKAAGGIINNGG

[pcs/20 ft HC container]

26

290

1979 x 1002 x 40

IP67

NNOOTTEESS

-0.36

-0.29

0.048

–40~+85

Front glass
3.2 / 0.126

Solar cells
monocrystalline [pcs] 72

[pcs/40 ft HC container] 638
Loading capacity

Dimensions [mm] G1 cells (158.75 x 158.75)

3

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

MC4 

[pcs/pallet]

Dimensions
H x L x W  [mm] 

1200 / 47.24

Section [mm2] 4

EVA

UV-resistant cables
Length [mm] / [in]

Bypass diodes 

high-transparency, AR coated

Junction box

black

Electrolux is a registered trademark used under license from AB E+A1:K55lectrolux (publ).

H x L x W  [in] 77.9 x 39.5 x 1.6

[kg] / [lbs] 23.5 / 51.37

Wind / Snow [Pa] 3600 / 3600

5-Full text of the Warranty Terms available at: www.electroluxsolar.com. The Extended Warranty is a separate offer. If not offered by your distributor, the standard warranty conditions apply.

2-Measurement tolerances (IEC 61215:2016): Pmax±5%, Voc±4%, Isc±4%

3-Electrolux photovoltaic modules are classified according to a principle of positive power tolerance: the Power Output measured at STC of the delivered modules exceeds their assigned Nameplate Nominal Power

4-NMOT: Nominal operating temperature of module, Irradiance 800 W/m², Wind Speed 1m/s; Ambient Temperature 20°C, Air Mass AM=1.5

1-Standard Test Conditions (STC): Irradiance 1000 W/m², Air Mass AM = 1.5, Cell Temperature 25°C)

6-(HE/GB) No less than 98% of the minimum “Peak Power at STC”in the first year; power output decline no more than 0.55% per year thereafter, ending with 84.8%. 

Dimensions in the technical picture are expressed in mm with tolerance ±2 mm (±0.079 “) / Version 2022.09.V1.EN  © Solar Solutions Group. Specifications in this datasheet are subject to change without notice. 

CCEERRTTIIFFIICCAATTIIOONNSS

NMOT4

Pmax Temp. Coefficient (γ)

Product warranty5

Performance warranty (linear)6

PPRROODDUUCCTT SSEERRIIEESS && NNAAMMEECCOODDEE ((PPNNCC))

Product IEC 61215 / 61730 / 62716 / 61701
UL 61730

Series Fuse Maximum Rating

ELECTROLUX

Nominal Power (Pmax)

ES-M721B-(G1)-395/HV

black backsheet, black frame 

WWAARRRRAANNTTIIEESS

Power Sorting3

Maximum Power Voltage (Vmp)

Maximum Power Current  (Imp)

EELLEECCTTRRIICCAALL CCHHAARRAACCTTEERRIISSTTIICCSS AATT SSTTCC11,,22

MMEECCHHAANNIICCAALL CCHHAARRAACCTTEERRIISSTTIICCSS

Module Efficiency (ηm)

Voc Temp. Coefficient (β)

Isc Temp.Coefficient (α)

Maximum System Voltage

TTEEMMPPEERRAATTUURREE CCHHAARRAACCTTEERRIISSTTIICCSS

Operating temperature

395

0-5

39.32

10.05

45 (±2)

48.17

10.58

19.9

1500

20

ES-M721B-(G1)

CONTACT US / DISTRIBUTOR

AIONRISE LLC

Warehouse

10591 Red Bluff  Rd. Ste 100 Pasadena, TX 77507, USA.

Offi  ce

440 Cobia Dr Ste 1204, Katy, TX 77494, USA.

Phone: +1 888 885 AION (US toll free) Mail: info@aionrise.com

ES-M721B-(G1) / PHOTOVOLTAIC MODULE



Electrolux is a registered trademark used under license from AB Electrolux (publ)

CONTACT US:
  

info@electroluxsolar.com
+41 079 478 83 30 
www.electroluxsolar.com  

Electrolux is a registered trademark used under license from AB Electrolux (publ)

  
Solar Solutions AG
Riedweg 3 / Visitor Office: Hauptstrasse 51
6418 Rothenthurm
Switzerland   
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